LIQUIMIX

construction chemicals

CIVILOX-LV110

R

CRACK INJECTION

EPOXY

INTENDED USES

Concrete crack injection
Masonry crack repair

Crack and void sealing

Weak substrate consolidation
Penetrating epoxy primer
Epoxy mortar or render mix

LIQUIMIX

construction chemicals

consolidation.

contaminants.

FEATURES

Very low-viscosity crack injection resin
Penetrates fine cracks, pores, and voids
Excellent adhesion to concrete and

masonry

Helps restore rigidity to cracked substrates -
Seals against water and air ingress

Suitable for weak substrate consolidation
100% solids, solvent-free formulation

SALES, SERVICE & SUPPORT

Providing superior coating systems & professional industry support
for over 20 years. Our past experience guarantees your future success.
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Civilox-LV110 is a two-component, very low-viscosity, 100% solids
epoxy resin designed for crack injection, sealing, and substrate

It penetrates fine cracks, pores, and voids in concrete and masonry to
help restore strength and reduce the ingress of water, air, and

Once cured, it forms a rigid, high-strength bond and may also be mixed
with clean, dry sand for epoxy repair mortar or rendering applications.

Fast cure at ambient temperature
Full cure down to 0°C

Outstanding water and chemical
resistance

Mix with sand for patching and
rendering

Convenient 1:1 by volume mix ratio

(1300 123 085

sales@liquimix.com | www.liquimix.com



Civilox-LV110 is for professional use only. This product should not be used
without consulting the Safety Datasheet (SDS) as published on the Liquimix

website first. Observe all health and safety as well as environmental
legislation.

PACK SIZE PRODUCT DATA
Volume Solids 100%
Finish Clear
40L Kits Colour Amber
o Mixing Ratio 1:1 by volume
20L of Civilox-LV110
Part A inl\g 2(>)<L Potlife 30 min @ 25°C
Container Cleaner LM1 Thinner
20L of Civilox-LV110 Flash Point ~180°C__
Part Bin a 20L VOC 0 Grams/Litre
Container Specific Gravity 1.06
CURE
A = - Substrate Temp Tacked | Hard Dry | Full Cure
10L Kits 5°C 24Hrs | 30 Hrs
5L of Civilox-LV110 15°C 10Hrs | 14 Hrs
Part Ain a4l 25°C S Hrs 7 Hrs 7-14 Days
Container 40°C 2 Hrs 3.5 Hrs
5L of Civlox LV110
PartBina 4l Mixed Product Temperature Gel Time
container 10°C 60 min
15°C 45 min
25°C 30 min
40°C 10 min
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APPLICATION - DEEPER CRACK REPAIR

Seal the opened crack using Civilox LV110 epoxy render or approved epoxy mortar. This surface seal helps prevent resin
loss during pressure injection and allows pressure to build within the crack. The seal must cure sufficiently before drilling
and injection so it does not blow out under pressure.

Small Area Repair Large Area Repair

For small repairs, short crack lengths or trial work, use: For longer crack runs, deeper cracks, wall injection or
project work, use:

Grease gun-type hand injection pump or manual epoxy +  Graco Merkur ES pump or equivalent low-to-moderate

injection gun pressure epoxy injection pump

Compatible hose and coupler for the mechanical steel +  Compatible pressure hose, injection gun, coupler and
packer nipple fittings

Mechanical steel injection packers, typically 10 mm or +  Mechanical steel injection packers suitable for epoxy
13 mm injection

Drill and masonry drill bits suitable for the selected «  Longer packers for thick slabs or walls

packer size «  Drilland masonry drill bits suitable for the selected
Grinder or concrete saw for opening the crack line packer diameter

Vacuum or clean, oil-free compressed air «  Grinder or concrete saw for crack opening and surface
Mixing containers and slow-speed mixer sealing

Trowel or spatula for Civilox LV110 epoxy render + Vacuum or clean, oil-free compressed air

Pressure control or pressure gauge where available
Cleaning solvent for immediate equipment clean-up

| '-_;- —— GRACO Merkur ES

LIQU I M Ix gsilgifgssbgrirRx:ggEsf;tesnggpﬁ(gsRs.ilc:naI industry support (‘ 1 300 1 23 085

construction chemicals | for over 20 years. Our past experience guarantees your future success. | sales@liquimix.com | www.liquimix.com




CIVILOX-LV110 | DEEP CRACK REPAIR PROCEDURE (Mechanical Packer Injection)

RS

3. PACKER SELECTION

4. DRILLING FOR PACKE

Shorter

Longer Intersections:
5 Thhpmms Packer Peker Thick Walls/Slabs
Assess if crack is dormant or Clean surface, remove contaminants. Select packer length based on slab/wall Orill holes at 45° to intersect
active, ctry or wet. Ensure V-groove crack path. Apply surface seal thickness and intersection depth. crack below surface.
concrete is sound. (Civilox epoxy render). Clean holes thoroughly.

6. MIXING CIVILOX LV110 8. INJECTION
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- '. . i,
:mrt mﬁgﬁﬁsmtligs‘r:::girmlr Pre-stir components. Mix 1:1
until seaied. i id ai
il L ratio. Avoid air entrapment.

6. MIXING CIVILOX LV110 7. INJECTION EQUIPMENT ey 1
E Small jobs H

(Manual Pump) ik

Pot Life:
Pre-stir components. Mix  Use compatible equipment Connect pump to lowest packer. Inject Civilox
1:1 ratio. Avoid air entr- (uump, hose, packer couplers).  slowly. Sequence along crack. Allow low pressure
rapment. Controlled pressure. penetration.
IMPORTANT NOTES & LIMITATIONS Avoid excessive surface build-up of resin.

Rigid epoxy. Do not use Sound concrete required; remove weak metal. For active water leaks, &. poly injection first.

CIVILOX-LV110 |[APPLICATION PROCEDURE: SURFACE CRACK REPAIR BY EPOXY RENDER

1. SURFACEPREPARATION  2.PRIMING " 3. EPOXY RENDER/ 4.FINSHNG .+
@) wmsen " REPAIR MORTAR 3 4 :
and clgan asing it Mix LV110 with filler o 7ies
= wntil desined consistency

PASTE ORt

Mechanically i
Open crack: :

PASTE P .;._. Adjust

[ — filler ratio LEVEL OFF
microsifica, sand) FLUSH

ROUGHEN TO PROFILE REMOVE ALL DUST
(CEP2-5or-BOgrit)  (Vacwwn / Compressed Air)
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