
Opalon® - F25
Polyaspartic Rapid Coating

PRODUCT
DESCRIPTION Opalon - F25 is an 87.5% volume solids, clear or pigmented polyaspartic coating that will

not yellow, is tough, fast-curing and quickly trafficable. Opalon-F25 is highly resistant to
colour change.

INTENDED
USES ● Small car parts

● Manufacturing components
● Small area applications

FEATURES
● Excellent UV resistance
● Fast cure - rapid return to service
● High adhesion to well-prepared substrates
● Good wear resistance
● Easy to clean

PRODUCT DATA
Volume Solids 87.5%
Theoretical Coverage 8 Square meter / Litre
Finish Pigmented or Clear
Colour AS2700 + Clear Finish
Gloss High Gloss
Mixing Ratio 1:1 by volume
Pot Life 15 Min @ 25 °C (100mls mix)
Typical Thickness 87.5 to 105 Microns DFT (100 to 120 Microns WFT)
Cleaner LM1 Thinner
VOC 109 Grams/Litre
Specific Gravity 1.09

CURE & RECOAT
Substrate
Temp

Touch
Dry

Hard
Dry

Full Cure Minimum Recoat
Time (Overself)

Maximum Recoat
Time (Overself)

10°C 1.5 Hrs 4.5 Hrs 12 Days 4.5 Hrs 24 Hrs
15°C 1 Hrs 3 Hrs 6 Days 3 Hrs 18 Hrs
25°C 0.5 Hrs 1.5 Hrs 3 Days 1.5 Hrs 12 Hrs
40°C 15 Min 45 Min 1 Day 45 Min 6 Hrs

POTLIFE
Property Opalon-F25 Mixed
10°C 60 min

15°C 30 min

25°C 15 min

40°C 7.5 min
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Opalon®- F25

LIMITATIONS

● Gel time and thin-film dry times are dependent on temperature, humidity and film thickness

● Thicker films will take longer to cure through. High humidity and temperature will shorten
thin-film cure time

SURFACE PREP

Steel

1. Remove all rust, mill scale, oil and any previously applied coatings back to bare clean steel using
abrasive blast. Welds should have slag and spatter fully removed.

2. Abrasive blast to Sa2½ (ISO 8501-1:2007) or SSPC-SP10. A sharp, angular surface profile of 75-100
microns is recommended.

Polyurea / Hybrid

1. Remove grease, oil, dirt, salts and all other contaminants from the surface.

2. Sand the whole surface of the Tufflon P90 and Hybron W90 with 80-grit sandpaper. Remove dust
and cobwebs with a vacuum.

3. Mask out the area to be sprayed.

APPLICATION

Equipment
Roller: Suitable for large and small areas
Conventional Spray: Suitable, some thinning may be required
Airless Spray: Suitable

Environment

Relative humidity: The relative humidity must be less than 85%
Dew point: >5°C above substrate temperature
Substrate Temperature: >5°C

Mixing

Always stir Opalon-F25 Part A and Pigment Polyaspartic Colour using a powered agitator in its original
container well before use. Mechanically mix (By volume) 4 parts of Opalon-F25 Clear Part A with 1 part
of Pigment Polyaspartic Colour (4:1). Do not vary from this ratio.
Mechanically mix (by volume) 1 part of Opalon-F25 Coloured Part A with 1 Part of Opalon-F25 Part B
hardener (1:1). Do not vary from this ratio.

Thinning

Cleaner

Steel

LM1 Thinner may be used to thin Opalon-F25. Thinning of Opalon-F25 is not normally
necessary. Depending on the application equipment and finish desired, thinners may be added
to a maximum of 10% of mixed Part A and Part B.

LM1 Thinner may be used for general cleanup of equipment.

Mix all the components well and apply with a suitable paint roller, airless or air spray. Apply
each coat of Opalon-F25 quickly, as the pot life is short.
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COMPATIBILITY
Primers

Opalon-F25
Opalon-F45
Tufflon-P90
Hybron-W90
Hybron-H90

Topcoats
Opalon-F25
Opalon-F45
Opalon-M45

Typical
Systems

Substrate Environment Substrate Prep Coat System DFT

Steel Exterior Abrasive Blast 1st Coat
2nd Coat

Metalox-P2 Yellow
Tufflon-P90

30µm
3mm

3rd Coat Opalon-F25 Gloss 95µm

Steel Exterior Abrasive Blast 1st Coat
2nd Coat

Metalox-P2 Yellow
Hybron-W90

30µm
3mm

3rd Coat Opalon-F25 Gloss 95µm

STORAGE &
HANDLING Store in dry, shaded conditions away from sources of heat and ignition and in properly sealed

containers. Protect from heat and frost. Protect contents from moisture. A shelf life of 12 months
minimum is typical with unopened containers if stored at ambient conditions at 25°C. If either
component is opened and partially used, it should be purged with nitrogen or desiccated air and
resealed.

PACK SIZE
40L Kits
16L of Opalon-F25 Clear Part A in a 20L Container (Add 4L of Pigment to make up 20L)
20Kg of Pigment Polyaspartic in a 20L Container
20L of Opalon-F25 Part B in a 20L Container

8L Kits
3.2L of Opalon-F25 Part A in a 4L Container (Add 0.8L of Pigment to make up 4L)
20Kg of Pigment Polyaspartic in a 20L Container
4L of Opalon-F25 Part B in a 20L Container

HEALTH &
SAFETY Opalon-F25 is for professional use only.

This product should not be used without consulting the Safety Data Sheets first.
Please observe all health and safety as well as environmental legislation.

DISCLAIMER
The information contained herein is offered without charge and is for use by technically qualified personnel at
their own risk. All statements, technical information and recommendations contained herein are based on
tests and data which we believe to be reliable, but the accuracy or completeness thereof is not guaranteed,
and no warranty of any kind is made with respect thereto.

LiquiMix Pty Ltd - ABN 32 062 887 585 Web: - www.liquimix.com
24 Rosa Place, Richlands QLD 4077 Sales Enquiries: - sales@liquimix.com
Phone: 1300 123 085 Account Enquiries: - accounts@liquimix.com
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